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Abstract—A Positron Emission Mammography (PEM) scanner ing capable to achieve the performance of the PW observer with
dedicated to breast imaging is being developed at our laboratory. a proper prior as to be shown in Section Il and its relationship to
We have developed a list mode likelihood reconstruction algorithm lesion quantitation.

for this scanner. Here we theoretically study the lesion detec- Thi . ized as foll In Section Il il fi
tion and quantitation. The lesion detectability is studied theoret- . IS pape.r 1S organl_ze _aS oflows. In ec_“O” ’W_e will first
ically using computer observers. We found that for the zero-order review the list mode likelihood reconstruction and its resolu-
quadratic prior, the region of interest observer can achieve the per- tion and noise properties; then combine these results with com-
formance of the prewhitening observer with a properly selected puter observer models. We will also compare lesion detection
smoothing parameter. We also study the lesion quantitation using a5 with quantitation task and show the difference in the per-
ghxep:::ts%tra]\:?grctﬁfetgg;e%g)r?a(:ligt:;edstegg:?nrgle;n}' ::ntzgﬁgerggaér_formance of the t_vvo tasks. In Section I, the theoretjcal re.sults
ror of the quantitation are derived. Computer simulations show are compared with the results from Monte Carlo simulations.
that the theoretical predictions are in good agreement with the The conclusions and discussions are presented in Section IV.
Monte Carlo results for both lesion detection and quantitation.

Il. THEORY

. INTRODUCTION A. List mode likelihood reconstruction

Breast imaging using positron emission tomography (pET)The log-likelihood function for list mode data is [5]:
has gained increasing interests. Dedicated PET, commonly re- X N N
ferred to as positron emission mammography (PEM), has been N .
developed for imaging breast [1], [2], [3], [4]. Comparing to L) = ZIngp(Zk’j)% 263%’ @)
whole body PET scanners, PEM scanners are built with much =
less number of detector modules and have higher sensitivity. wherez; is mean activity inside thgth voxel of the unknown
Arectangular PEM scanner is being developed at our Laboiaage,p(i, j) is the probability of detecting an event from the
tory. For this scanner, we have developed image reconstructjan voxel in theith LOR, i, is the index of the LOR of théth
algorithms, including a filtered backprojection algorithm [4] andetectiong; = >°, p(4, ), K is the total number of detections,
a list mode likelihood reconstruction algorithm[5]. In [6] weand NV is the total number of image voxels. This model can be
have also theoretically studied the resolution and noise properedified to include randoms and scatters.
ties of the list mode reconstruction. Combining these resultsA maximum likelihood (ML) estimate can be found by max-
with computer observer models, we can study the lesion derizing (1). A popular ML algorithm for PET reconstruction is
tectability for the list mode likelihood reconstruction and conthe expectation maximization (EM) algorithm [11], [12], [13].
pare the lesion detection with quantitation. However, the ML solution is very sensitive to the noise in PET
A standard methodology for measuring lesion detectabilitlata. Hence some form of regularization (or prior function) is
is the receiver operating characteristic (ROC) study that comeeded to reconstruct a reasonable image. The prior function
pares true positive vs. false positive rates for human observesed in [5] is a Gaussian prior whose logarithm is of the form
for the task of lesion detection in reconstructed images [7], [8],
[9]. However, the human observer ROC study is extremely BU(z) = é(m —m)R(z —m), )
time-consuming. To overcome this problem, computer ob- 2

servers based on signal detection theory hgve bee_n devel ﬁgreﬁ is the smoothing parameten, is the estimated mean
[10]. Computer observers allow fast evaluation of different 5t the unknown image, an& is a positive definite matrix that
gorithms and also provide the possibility of theoretical analysd%ﬁneS the neighborhood of the prior

of lesion detectability. The computer observers that we used are. - oo ; ; .
o - ombining the likelihood function (1) and the image prior

the prewhitening (PW) observer, non-prewhitening (NPW) 0?2) the rleclzo?]structlionlis founl(j asl' @ Mage pri

server, and region-of-interest (ROI) observer. We particularly”’ '

focus on the ROI observer because of its unique property of be- & = argmax [L(z) — BU(z)] A3)
>0 '

k=1 j=1
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[14] and thez can be approximated by the convolution between the

Joan . Exlx +dej] — Exlx] lesion profile and the local impulse response function at the le-
U(z) = lim 4 -
5§—0 ) sion center
where[z] denotes the reconstruction of a random data set gen- M)
erated by the source distributian £ denotes expectation and z ~ Q'diag [m} Qf,. (11)

e; is thejth unit vector.
We have shown in [6] that (4) can be approximated by Ngte the above approximations are dependent on the location of

X () the lesion.
V() ~ Q'dia [L—} €; 5 Then theSNR2,, changes to
N-1
where{\;(j), i =0,..., N —1} is the Fourier transform of the 2 1 o2
local invariant approximation of thgh column of the Fisher in- SNRpw ~ N ZU A (12)
—1 1=
formation matrix defined ag" = P'diag {Zf;lpijxj} P _ _
' where{¢;, i = 0,...,N — 1} is the Fourier transform of the

{pi, « = 0,...,N — 1} is the Fourier transform oR (as-

sumingR is a block circulant matrix)Q andQ’ represent the

Kronecker form of the FFT and its inverse, respectively.
Similarly, the jth column of the covariance matrix can b

approximated by 1 SNR
AUC = 5 |:]. +€I‘f <T>:| )

i) }
g gz | Qe (6)
(Xilg) + Bpa)? whereerf(-) is the error function.
C. Lesion detection using computer observers We have shown in [16] that MAP reconstructions can be ap-

- . proximated by Gaussian distributions, except for the regions
Combining these results with computer observer models, \y& e activity is very low. For breast imaging with FDG, we

can.derive approximatg thgoretical expression'for SNR of q&sn assume the background is quite uniform. Therefore, the PW
tecting a cancerous lesion in the reconstructed images. Herejjeq . er gives an upper bound on lesion detection in the SKE-
use the signal known exactly, background known exactly (SKgy £ a5k However, the PW observer requires the inverse of the
BKE) task. One observer is the prewhitening (PW) observer. di o jance matrix, which is very difficult to compute from the
corresponds to a likelihood ratio test on a Gaussian distribu nte Carlo samples

image for which the covariance matrix is known and gives theA popular observer model that is often used in practice is the

optimal performance for lesion detection with Gaussian nOiSqwon-prewhitening (NPW) observer, which computes the follow-
Let f, be the lesion profile angf, the background image. ing test statistic [10]

Here we are particularly interested in detection of small lesions;

SO we can assume the lesion is so small that it hardly changes mew (&) = 2'&. (13)

the noise in the data. Thus, the noisetitis independent of the

presence of the lesion. Lét(f, + f,) andh(f,) denote the The only difference between (13) and (7) is the deletion of the
mean reconstructions of the image with and without the lesisn which eliminate the need for the knowledge of the noise.
present, respectively. Then the test statistic of the PW obserygfs makes the NPW observer very easy to use in practice.

lesion profilef;.
Whenn (&) is normally distributed, th&NR is related to the
area under the ROC curve (AUC) by [15]

is The SNR of the NPW observer is
npw (&) = 2/27 "%, (7) ,
/
whereX is the covariance matrix aé and SNRIQ\IPW = [z/ ; ]
z z
z=h(fo + f1) = h(fo) (8) (zN: ( M) >2> ’
is the observer template. = \N0) + B

The observer detection performance can be measured by the
signal-to-noise ratio (SNR) ofpw (Z) > (

Yoowpe )
NY o)) 0

[new (R(£o + £1) — mpw (h(£0))]? i=1

2 —
SNRpyw = var[ynpw (2)] It can be shown th&NRyxpw < SNRpw and the equal sign
sl ©) is achieve if only if the noise is white, i.e3} is equal to the
o identity matrix (up to a scalar).
By assuming that the covariance around voxé locally sta- IS there an easy-to-use computer observer model that can

structions? To answer this question, we studied various com-
5 ~ Q'diag { Ai(9) } 0. (10) puter observer models with different pr_ior parameters. The prior
(Ni(4) + Bui)? parameters we changed atem, andR in (2). We have found



that a region-of-interest (ROI) observer can achieve the SNR of ~ 0.045
the PW observer under certain smoothing conditions.

The test statistic of the ROI observer is [17] 0.04f o
nrot(&) = . (15)
0.035f K N
It uses the true lesion profile to match with the reconstruction. % \
This differs from (13) in that the NPW observer uses the recon- 0.03f )/
structed lesion profile. The performance of the ROI observer /
is / .
2 0.025} , o
fiz
SNRfop = Uiz). (16) g
fi=f 002 ‘
) -5 —4 -3 -2 -1 0
When we choose the zero-order quadratic prior, 25 I in 10 10 10 5 10 10 10
(2), we can substitute (10) and (11) into the above expression (@)
and get 03

SNREor ~ (Jvil (L(. :
ROI ~ /\1(

=0

N-1 . -1

i= n
where{¢;, i = 1,..., N} is the Fourier transform of the lesion 0.2r
profile f;.

Let 3 be sufficiently large such tha > X;(j), we have
1 N-1 0.15
SNRfop ~ N Z Ai(§)¢E &~ SNRpyy- (18) 10
i=0

(b)
Equation (18) shows that whehis sufficiently large, the per- rig. 1. Piot of the SNRs of the PW (dotted line), the NPW (dashed line), and the

formance of the ROI observer reaches the upper bound set byROI (solid line) observers as a function of the smoothing pararngetéthe
the PW observer zero-order quadratic prior for a lesion at the center of the FOV: (a) a 2mm

. diameter lesion; (b) a 6mm diameter lesion. The contrast of both lesions are
In Fig. 1 we plot the performance of the PW, NPW, and ROl e ®)

observers as a function of smoothing parameter \iRRth= 1.
Clearly, it shows that thBNRgo; monotonically increases @k
increases and reaches the the valusNRpw Wheng is very D. Quantitation

large, while theSNRxpw is always inferior to theSNRpw.  \ye can also useror to quantify the difference between the

An interesting point to note is that the maximum point of tRysjon yptake and the background activity. In this case, we are
SNRxpw is dependent on the size of the lesion — the larger the, .« interested in the bias and variance .
lesion is, the larger the optimum is. This poses some diffi- '

culty in choosing the optimum smoothing parameter to maxi- 1 Nl \)C2
mize SNRxpw: one has to know the size of the target lesion in bias(nror) =~ <)\E)+Zﬁ> - f1fi
order to determine the optimum smoothing parameter. By com- =0

=|

<.

parison, it is very easy to optimize the smoothing parameter for 1 V=1 8¢?

SNRRor: just choose a very large. = N (m) (29)
Note that the monotonic property of ti&Rgo1 is only valid i=0 i\J

for the zero-order quadratic prior. We plot in Fig. 2 the SNRs of 1 N ()

the three observers as a function of the smoothing parameter of ~ var(nror) N )\—W (20)

a first-order quadratic prior. The prior energy functidz) of i=0 (Ai(7) )

the first-order quadratic prior is As a figure of merit for measuring the quality of the quanti-

1 tation, the ensemble mean squared error (EMSE) can be calcu-
Ulz) = 3 Z > .(xj —zi)?, lated by

J=1keN; k>j
EMSE = [bias(nror)]? + var(nror)
where\; is the set of the six nearest neighbors of voxéh No1 ) 2
3D. Clearly, theSNRgo1 no longer monotonically increases as — 1 Z < B¢ >
B increases, and it never reaches the value of the PW observer. N = \\i(j) +8




0.3 T ; ; : 3
2.5
0.25f ol T
L TN ~
s 2 "
n E 15 N
o N
0.2 1t N _
0.5
0.15 L L L L ' . . . .
10° 10™ 10° 107 107 10° fo—s 10™ 107 107 10 10°
B B
Fig. 2. Plot of the SNRs of the PW (dotted line), the NPW (dashed line), and (@)
the ROI (solid line) observers as a function of the smoothing paramieier 3 ‘
the first-order quadratic prior for a 6mm lesion at the center of the FOV. The
contrast of the lesion is one.
2.5¢

NG) + B @)

To achieve the minimum EMSE estimate of the lesion uptake,
we can evaluate (21) and choose th#hat gives the minimum
value. Fig. 3 shows the plots of the relative EMSE as a func-
tion of the smoothing paramet@grfor different lesions. It shows
that the relative EMSE reduces when the contrast or the size of
the lesion is increased. It is worthy to note the difference be- 0 - = = =
tween the SNR of lesion detection shown in (17) and the EMSE B

in (21): while the SNR in (17) is linearly proportional to the (b)

contrast of the lesion and always achieves its maximum when . _ .
5 is sufficentl large, the shape of EMSE curve and its opfi'3,2, o5 o1 SUSE 2 1 50 ssmier e bcionr a esen s
mum point are dependent on the lesion contrast — the higher thgsoid line), 3 (dashed line), and 8 (dotted line). (b) A lesion with different
contrast is, the smaller the optimysnis. This indicates the op-  diameters: 6mm (solid line) and 12mm (dashed line). The contrast is 3.
timum smoothing parameters for detection and for quantitation
can be very different.

N—1 .
1 Ni(4)¢2
+% ; : .

TABLE |
SNROFROI 0BSERVER ANDNPW OBSERVER FROMMONTE CARLO
RECONSTRUCTIONS

IIl. M ONTE CARLO SIMULATIONS

We reconstructed 100 computer generated Monte Carlo data

sets with 5 different smoothing parameters. Among the 100 data SNRgor1 SNRxpw

sets, 50 data sets contain purely a uniform background and 50 p=0.02 1.0187+0.1198| 0.7855+0.0877
data sets contain the background with a 6mm spherical lesion at B =0.005 0.9839:+0.1132] 0.8731+£0.0952
the center of the FOV. We ran the ROI observer and the NPw | 3 = 0.001 0.943240.1149| 0.9508+0.1026
observer over the 100 reconstructions and computed the SNR for|| ¢ = 0.0002 | 0.89224+0.1160| 0.940440.1145
both observers. The results are shown in Table I. The standard| 2 = 0.00001 | 0.8126-+0.0812| 0.8623+0.0935

deviations were computed using the bootstrap method. The re-

sults shows th&#ANRg o monotonically increases @adncreases

and the ROI observer outperforms the NPW observer whisn of the Monte Carlo reconstructions — whgnis so small, the

large. convergence of the reconstruction algorithm requires extremely
Fig. 4 shows the comparison between the SNR computédge number of iterations, hence the algorithm are often termi-

from Monte Carlo reconstructions and theoretical predictionsated by the time constraint instead of the convergence criteria;

For both observers, the theoretical results lie within the errand (2) large noise caused by the insufficient regularization —the

bar of the Monte Carlo results, except fér= 0.00001. The theoretical analysis is based on low noise approximations, so the

Monte Carlo results have a positive bias of 1.5% because of thege noise renders the approximations invalidate.

limited number of reconstructions. After correcting the bias in In Fig. 5 we also show the EMSE of the lesion quantitation

the Monte Carlo results, the agreement between the theoretfoai the Monte Carlo reconstructions and compare the results

predictions and the Monte Carlo results are even better. Tioethe theoretical predictions. Again, the theoretical predic-

mismatch forg = 0.00001 may be due to: (1) unconvergencdions match with the Monte Carlo results very well, except for
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Fig. 5. Comparison of the EMSE from the Monte Carlo reconstructions
(squares) and the theoretical predictions (solid lines). The error bar were
calculated using the bootstrap method.
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